Two-Way Radio 
Installations 


WIRELESS SYSTEMS 


Preparation: Plan Your Installation 


= Inventory your parts. 


Preparation: Plan Your 
cont’d 


= Using the right tools 


» An antenna whole saw 
will prevent roof liner 
damage. 


Preparation: Plan Your Installation 


« Investigate Proper cable sizes for power runs 
(Chart taken from:ht ‘www.powerstream.com/ Wire Size.htm ) 
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~ Preparation: Plan Your Installation 


cont’d 


» Find a good mounting 
surface 
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« Find the battery and 
inside / outside fuse panel. 


Preparation: Plan Your Installation 


cont’d 
= Locate a good place 


for antenna install. 


= Scope out your cable routes 
« Air Bags 


Installation: Antenna 


Clean metal 
shavings to 
avoid rust 
damage. 


Center the antenna before 
drilling. 
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Installation: Antenna 


Installation: Antenna cont’d 


» Lube the O ring to 
ensure a good seal. 


Installation: Antenna cont’d 


» Ohm out the antenna to 
ensure there is no short. 


= Antenna installation 
complete. 


~~ Installation: Mounting Radio 


= Mount radio ina 
serviceable location. 
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Installation: Mounting Radio 
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Installation: Mounting Radio 


Installation: Running Cables 


» Fuse power connection. 
Main A+ goes straight to 
battery. 


» Use manufacture's raceways to 
run cables. 


» Audio lines perpendicular to 
power lines. 


Installation: Running Cables cont’d 


= Ignition power can be 
grabbed from fuse block. 


= Use the proper fuse tap 

» Always fuse your 
connections 

» Usa higher fused 
connection point. 
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nstallation: Mounting Options 


« Control head can placed in 
any location. There are many 
different mounting options 
to accommodate every 
situation. 


Installation: Grounding 


= Grind off paint. Metal on 
metal equals a good ground. 


» Use a star washer to ensure 
a good bite on the metal 


Installation: Grounding cont’d 


« Ensure trunk lid is } y 
grounded. 
«Run ground strap if not. 


» Secure along hinge to 
avoid damage. 


Testing 


Test Voltage Standing Wave Ratio (VSWR). Power out should read to 
the manufacture’s specification. Reversed power should be minimal. 


Finishing Up 


» Reinstall any pieces that were removed during 
the installation. 
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Amateur Installations 


Amateur Installations 
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Questions? 


i) 


